
World-leading 
benefits on your terms
The optimum range of front loaders 
for tractors up to 120 hp

x26
x36
x46
x56

x21
x31
x41
x51

EN





The front loader
that makes it much 
easier to increase your 
profitability
For more than 60 years, Quicke has been producing front loaders of 
the highest quality. With the Versa-X, we are giving you yet another 
first class alternative with which to maximise your tractor usage. 
A front loader that combines design, performance and economy 
in a unique manner. That is at the leading edge when it comes to 
everything from streamlining functions to smart details. And that 
makes the most of every ounce of steel - so that your route to 
profitability will be as easy as possible.

The Quicke Versa-X is 
our range of loaders for 
small to medium-sized 
tractors, with Quicke’s 
world-renowned benefits 
such as unique design 
and market-leading 
performance.
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strength

1 | ExtrEmEly strong subframE and 
bEaring box.

4 | always in 
complEtE control.

8 | world-lEading powdEr 
coating.

5 | drivE as hard as you want, 
as smoothly as possiblE.

2 | also for oldEr tractors. 3 | strEngth and sErvicE lifE 
attEntion to dEtail.

6 | incrEasE 
your usagE 
with thE 
3rd sErvicE.

7 | mc4 multicouplEr – 
markEt-lEading.
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You will be able to feel the strength of the Versa-X in a 
number of ways: The compact, rigid bearing box. The 
uniquely stable, clean boom construction. The heavy-
duty dimensions and superior construction of the Delta 
subframe. Another important part of its strength is our 
unique LCS hydraulic valve system. The load-independent 
oil flow gives you full control, even when handling 
extremely heavy loads.

The fact that the Versa-X is extremely nimble and easy 
to drive is of course also due to the loader’s optimised 
weight. This agility is further reinforced by SoftDrive, our 
effective load-reducing suspension function. The result 
is an equally innovative powerhouse. Reliability and high 
performance that will optimise your tractor usage - every 
day, year after year.

rEliability and sEcurity. Your 
Versa-X is jam-packed with features 
that enhance its reliability. One perfect 
example of this is the cross bar that is 
positioned across the back of the tool 
carrier to prevent any damage to the 
implement locking mechanism – saving 
you time and money!

1  | ExtrEmEly strong subframE 
and bEaring box. The heavy-duty 
dimensions of the subframe are the same 
as on our world-leading Dimension load-
ers. Together with the inwardly curved 
design of the bearing box, this gives the 
Versa-X loader a formidable torsional 
rigidity and stability.

2 | also for oldEr tractors. 
Do you want to give your older tractor 
a real boost with the Versa-X? No prob-
lem. You see, the loader can be supplied 
with a bearing box for older generation 
subframe systems.

3 | strEngth and sErvicE lifE 
attEntion to dEtail. Your Versa-X 
has bushings at all the vital points and 
all of the pins are galvanised. These are 
examples of details that ensure almost 
unbeatable service-friendliness and 
duration.

4 | always in complEtE control. 
Our unique LCS hydraulic valve system 
is the only one of its kind in the world 
that has been designed entirely for front 
 loaders. Giving you maximum control 
and giving the Versa-X an excellent 
drive quality.

5 | drivE as hard as you want, 
as smoothly as possiblE. 
Our SoftDrive load-reducing suspension 
function minimises strain on the loader 
and subframe, as well as on the driver 
and tractor. You activate the SoftDrive 
with a manual stopcock.

6 | incrEasE your usagE with 
thE 3rd sErvicE. You can of course 
add the 3rd service option to your  Versa-X, 
which will give you an even more versatile 
loader and tractor. For example, using grip 
function implements. Note the protec-
tor that keeps the hoses together and 
protects them from dirt and wear.

7 | mc4 multicouplEr – markEt-
lEading. If you want to really make life 
easier, choose our MC4 multi-coupler. This 
convenient device enables you to connect 
the power cable and all hydraulic connec-
tions to the loader with a single lever.

8 | world-lEading powdEr 
 coating. Your Versa-X loader has been 
powder coated with the most modern 
front loader paint in the world, giving it 
the best possible finish, rust protection 
and durability.

strength
Your powerhouse 
The Quicke Versa-X is designed to provide the highest 
possible and most versatile working capacity, not least 
thanks to some of the best lifting heights and strengths 
in the world. 
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Your design benefits
At Quicke, we don’t see loader design as just a means to 
an end, but rather a way of giving you concrete benefits. 
Everything from time saved, to greater efficiency and safety.

The logic behind this is simple and based on experience: 
At Quicke, for decades we have been specialists in 
producing front loaders and associated implements. 
It’s all we do. A focus that has enabled us to go further, 
deeper and closer with the world’s tractor owners in our 
product development than anyone else. And you can 
see the results of this in our design of the Versa-X. Firm, 
practical user benefits.

An important element is enhancing visibility. We 
understand the importance of always having the best 
possible visibility - being able to work as efficiently and 
safely as possible. We also know that you want optimum 
simplicity when it comes to things like servicing, 
hydraulics handling and implements. The fact that you 
are also getting it all nice and neatly packaged in a design 
that harmonises with your tractor is no major hardship!

design

1 | attractivE, visibility-Enhancing dEsign.

5 | Quick and simplE to connEct and 
disconnEct.

2 | visibility abovE all. 3 | nEw! protEction of thE hosEs 
in thE loadEr bEam accEss.

4 | convEniEnt automatic implEmEnt 
locking.

7 | always kEEps thE grEasE in 
placE. 

8 | simplifiEd implEmEnt 
indicator. 

6 | uniQuE concEpt for implEmEnt changEs.
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1 | attractivE, visibility-
Enhancing dEsign. The tapered 
design of the loader beam means that 
the Versa-X matches today’s modern 
tractors in a unique manner. The fact 
that it has the lowest knee placement on 
the market also means that is has superb 
side visibility.

2 | visibility abovE all. No cables 
that block visibility and low placement 
of cross pipes. With the Versa-X, you are 
getting the best possible visibility in all 
situations, even in the dark, as the tractor 
lights are not blocked.

3 | hosE protEction in thE 
loadEr bEam accEss. Yet another 
reliability-ensuring detail - protecting the 
hydraulic hoses from unnecessary wear.

4 | convEniEnt automatic 
implEmEnt locking. Yet another 
smart safety function that ensures the 
implement is always correctly attached 
and that its locking pins are always in 
the locked position. Locking is automatic 
when crowding back. 

5 | Quick and simplE to connEct 
and disconnEct. No tools are 
needed to disconnect from your Versa-X 
loader. The solid, smooth and integrated 
support legs further simplify connection 
and disconnection.

6 | uniQuE concEpt for implE-
mEnt changEs. The fact that the 
implement carrier can be tilted forward 
almost 180° provides optimum control 
and free visibility of the implement hook 
from inside the cabin. You never have 
to lean forward or stretch sideways – 
simple and beneficial for both safety and 
productivity.

7 | always kEEps thE grEasE in 
placE. All of the pins have a rubber 
washer and a spring washer, which 
prevents axial play, secures the pin on 
both sides and keeps the grease in place.

8 | simplifiEd implEmEnt 
indicator. The position indicator is 
compact so that it doesn’t stick up and 
cause damage or become damaged itself. 
It is easy to fit and can be adjusted in 
three positions for various implements, 
ensuring exact precision of the 
implement’s angle with the ground.

design

7





pr
od

uc
ts

x26
x36
x46
x56

x21
x31
x41
x51



Front loaders with parallel linkage

     X26 X36 X46 X56 X21 X31 X41 X51
Operating angles*, max. rollback angle4 42° 44° 42° 43° 42° 44° 42° 43° 
    max. dump angle5  50° 50° 49° 46° 50° 50° 49° 49°

Lift height, metres at pivot pin 3.10 m 3.40 m 3.70 m 3.90 m 3.10 m 3.40 m 3.70 m 3.90 m 
    metres under level implement6 * 2.90 m 3.20 m 3.50 m 3.70 m 2.90 m 3.20 m 3.50 m 3.70 m

Lifting force at 195 bar 
 1. at pivot pin, ground level*** 1,950 kg 2,100 kg 2,320 kg 2,520 kg 2,360 kg 2,510 kg 2,730 kg 2,940 kg 
  at pivot pin, max. lift height*** 1,240 kg 1,410 kg 1,510 kg 1,600 kg 1,530 kg 1,700 kg 1,800 kg 1,890 kg

 2. 800 mm from pivot pin, ground level 1,580 kg 1,660 kg 1,850 kg 2,080 kg 1,450 kg 1,600 kg 1,770 kg 1,960 kg 
  800 mm from pivot pin, 1.5 m lift height 1,400 kg 1,560 kg 1,710 kg 1,890 kg 1,210 kg 1,370 kg 1,520 kg 1,670 kg 
  800 mm from pivot pin, max lift height 1,220 kg 1,520 kg 1,590 kg 1,680 kg 870 kg 970 kg 1,010 kg 1,080 kg

 3. Rollback force 800 mm from pivot pin 1,500 kg 1,890 kg 2,280 kg 2,740 kg 1,880 kg 1,910 kg 2,300 kg 2,760 kg

Loader weight  360 kg 390 kg 420 kg 440 kg 310 kg 335 kg 360 kg 390 kg

Tractor size  Approx. 40-60 hp Approx. 50-70 hp Approx. 60-90 hp Approx. 70-120 hp Approx. 40-60 hp Approx. 50-70 hp Approx. 60-90 hp Approx. 70-120 hp 
     29-44 kW** 37-51 kW** 44-61 kW** 51-90 kW** 29-44 kW** 37-51 kW** 44-61 kW** 51-90 kW**

Max recommended tractor weight 3,000 kg 4,000 kg 4,500 kg 5,200 kg 3,000 kg 4,000 kg 4,500 kg 5,200 kg

*Varies depending on each implement.       **In addition to engine output, your choice of loader is determined by tractor weight and size.       ***Excluding implements.
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Front loaders without parallel linkage

     X26 X36 X46 X56 X21 X31 X41 X51
Operating angles*, max. rollback angle4 42° 44° 42° 43° 42° 44° 42° 43° 
    max. dump angle5  50° 50° 49° 46° 50° 50° 49° 49°

Lift height, metres at pivot pin 3.10 m 3.40 m 3.70 m 3.90 m 3.10 m 3.40 m 3.70 m 3.90 m 
    metres under level implement6 * 2.90 m 3.20 m 3.50 m 3.70 m 2.90 m 3.20 m 3.50 m 3.70 m

Lifting force at 195 bar 
 1. at pivot pin, ground level*** 1,950 kg 2,100 kg 2,320 kg 2,520 kg 2,360 kg 2,510 kg 2,730 kg 2,940 kg 
  at pivot pin, max. lift height*** 1,240 kg 1,410 kg 1,510 kg 1,600 kg 1,530 kg 1,700 kg 1,800 kg 1,890 kg

 2. 800 mm from pivot pin, ground level 1,580 kg 1,660 kg 1,850 kg 2,080 kg 1,450 kg 1,600 kg 1,770 kg 1,960 kg 
  800 mm from pivot pin, 1.5 m lift height 1,400 kg 1,560 kg 1,710 kg 1,890 kg 1,210 kg 1,370 kg 1,520 kg 1,670 kg 
  800 mm from pivot pin, max lift height 1,220 kg 1,520 kg 1,590 kg 1,680 kg 870 kg 970 kg 1,010 kg 1,080 kg

 3. Rollback force 800 mm from pivot pin 1,500 kg 1,890 kg 2,280 kg 2,740 kg 1,880 kg 1,910 kg 2,300 kg 2,760 kg

Loader weight  360 kg 390 kg 420 kg 440 kg 310 kg 335 kg 360 kg 390 kg

Tractor size  Approx. 40-60 hp Approx. 50-70 hp Approx. 60-90 hp Approx. 70-120 hp Approx. 40-60 hp Approx. 50-70 hp Approx. 60-90 hp Approx. 70-120 hp 
     29-44 kW** 37-51 kW** 44-61 kW** 51-90 kW** 29-44 kW** 37-51 kW** 44-61 kW** 51-90 kW**

Max recommended tractor weight 3,000 kg 4,000 kg 4,500 kg 5,200 kg 3,000 kg 4,000 kg 4,500 kg 5,200 kg

m

kg

50
0

1 
00

0

1 
50

0

2 
00

0

2 
50

0

3 
00

00

4

3

2

1

0

21 3

11



Specially-designed 
implements that 
maximise usage of 
your front loader



SELECTO FIX

SELECTO FIX

The right implement for all situations is a prerequisite for you to obtain even greater use and enjoyment 
from your loader and tractor. 

With the widest range on the market, it is easy to find exactly the implement you need. In addition, when 
you choose our original implements you can be safe in the knowledge that you have the best and most 
effective equipment on the market. Highest quality down to the smallest detail. All you need to think 
about is matching the implement to the implement carrier you have on your loader, EURO or Skid Steer. 
The following pages contains a summary of all of the implements available for the Versa-X loader. 

Exactly the implement 
you need

Silograb®

UnUsUally strong and effective

Silograb is an extremely versatile implement. The close 
spacing of the tines practically eliminates the spilling of 
silage. The tines are mounted in a box section with welded 
sleeves. The tines make a circular motion through the 
material, which produces the cleanest cut, the least power 
requirement and the longest service life for the tines. In 
addition, the material is pressed against the back of the 
implement when the tines are lowered, keeping the silage in 
place even when driving over uneven terrain. 

All models have two hydraulic cylinders. On the large models 
the cylinders are 15% larger than on the smaller models. 
Model 210 have strengthened supports in the upper part.

SILOGRAB 130 150 170 190 210

Width, cm 130 150 170 190 210 
Depth, cm 85 85 85 85 85 
Volume, m3 0.69 0.79 0.90 1.01 1.11
Number of tines 
in the grabber

7+7 8+8 9+9 10+10 11+11 

Weight, kg 254 274 304 325 365

Unigrip™

Proven advantages in design 
and light weight

Unigrip has well proven design and a low net weight. It is 
used for the same tasks as Flexigrip. The choice between 
these two implements depends on the work routines of the 
individual user. Unigrip is also well suited for smaller square 
bales. The implement arms distribute the pressure evenly 
over a large area, and this ensures careful handling of the 
bales. Unigrip gripping arms are made of large diameter tubes 
and have no sharp edges or welded joints. This prevents the 
plastic round the bales from being damaged. 

UNIGRIP 130 160

For bale sizes, 
min-max, cm

90-130 120-160

Weight, kg 200 240
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Series H
the soil bUcket – stUrdy 
and versatile favoUrite

SERIES H 135H 160H 185H 210H 240H

Width, cm 135 160 185 210 240
Depth, cm 81 81 81 81 81
Height, cm 75 75 75 75 75
Volume (heaped), m3 0.54 0.65 0.72 0.82 0.95
Cutting edge WxT, mm 150x16 150x16 150x16 150x16 150x20
Weight, kg 147 166 205 252 294

Series HV
a light materials bUcket – stUrdy 
and versatile favoUrite

SERIES HV 200HV 220HV

Width, cm 200  220  
Depth, cm 104  104  
Height, cm 85 85
Volume (heaped), m3 1,16  1,28  
Cutting edge WxT, mm 150x16  150x16  
Weight, kg 273 294

Series HT
a soil bUcket with teeth - for all 
kinds of heavy and demanding jobs

SERIES HT 135HT 160HT 185HT 210HT

Width, cm 135 160 185 210
Depth, cm 81 81 81 81
Height, cm 75 75 75 75
Volume (heaped), m3 0,54 0,65 0,72 0,82
Cutting edge WxT, mm 150x16 150x16 150x16 150x16
Number of teeth 6 7 8 9
Weight, kg 152 172 211 259

Series LV
Perfect for materials 
with low volUme weight.

SERIES LV 200LV 220LV

Width, cm 200 220
Depth, cm 100  100
Height, cm 85  85
Volume (heaped), m3 1,13  1,25
Cutting edge WxT, mm 100x16  100x16
Weight, kg 221  239

Grading bucket
a stUrdy and oPtimized design

GRAdING BUckET 220 240

Width, cm 220 240
Depth, cm 110 110
Height, cm 50 50
Volume (heaped), m3 0,73 0,83
Cutting edge WxT, mm 150x20 200x20
Weight, kg 337 408

Series L
a comPetitive bUcket 
for light dUty work

SERIES L 130L 180L

Width, cm 130  180
Depth, cm 80  80
Height, cm 75  75
Volume (heaped), m3 0,51  0,71
Cutting edge WxT, mm 100x12  100x12
Weight, kg 123  163

Pallet forks
maximUm dUrability and stability

Big bag lifter
simPle and secUre ProdUctivity

PALLET fORkS 1000 kg 1600 kg

Width, cm 140 140 
Fork length, cm 97/122 97/122
Fork height, cm 94 94
Max load, kg 1000 1600 
Fork type forgings forgings
Weight, kg 155/163 175/187

BIG BAG LIfTER

Width, cm 120
Height, cm 170
Max load, kg 800
Weight, kg 118

Hydraulic pallet fork
maximUm ProdUctivity and comfort

HydRAULIc PALLET fORk

Weight, kg 73
Weight - fitted, kg 169-181

Log grab attachment
for a better griP

LOG GRAB ATTAcHmENT

Weight, kg 85

Bale spike attachment
simPle and flexible

BALE SPIkE ATTAcHmENT

Weight, kg 24

* W=Width T= Thickness 
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Flexibal®

three imPlements in one

Silosplit®

sPlit the bale easily and cheaPly

fLEXIBAL

Bale size max, cm 180
Bale support, weight, kg 45
Weight, kg 195

Flexigrip™

carefUl and effective handling 
of lying and standing bales

fLEXIGRIP 160 200

For bale sizes, 
min-max, cm

120-160 150-200

Weight, kg 262 287

** A U-shaped rear extension is a recommended optional extra for the standard square bale fork. For safety reasons, it is particularly recommended for 
loaders without parallel linkage and tractors without a cab or a FOPS (Falling Objects Protection System).

Square bale fork - Standard**
for roUnd and sqUare bales

Stone fork
ProdUctive and service-friendly

Counter-weight
a simPle way to imProving stability

Manure fork
more stable and more resilient 
than most

3-point linkage
more Possibilities

SqUARE BALE fORk - STANdARd

Width, cm 140
Number of tines, std 2
Tine length, cm 82 or 125
Rear extension, weight, kg 42
Weight, kg 78

STONE fORk 150 200

Width, cm 150 200
Depth, cm 100 100
Height, cm 73 73
Number of bottom tines 14 18
Tine spacing, cm 11 11
Weight, kg 237 296

cOUNTER-wEIGHT

Weight, empty Weight, filled (not factory filled)
800 kg with concrete186 kg

212 kg 1000-1200 kg with concrete

mANURE fORk 130 150 170 190 230

Width, cm 130 150 170 190 230
Depth, cm 85 85 85  85 85
Number of tines 7 8 9 10 12
Weight, kg 123 136 152 165 203

3-POINT LINkAGE

Weight, kg 78

Square bale fork - Safety
for efficient handling

SqUARE BALE fORk - SAfETy 160 200

Width, cm 140 190
Number of tines, std 2 5
Tine length, cm 125 125
Weight, kg 133 168

Silocut®

versatile and extremely reliable

SILOcUT 120 150 190

Working width, cm 120 150 190
Opening, cm 77 77 77
Block size max, cm 120x78x77 150x78x77 190x78x77 
Block volume max, m3 0.72 0.90 1.14
Number of tines 9 12 15
Weight, kg 420 490 625

Multibenne™

the Perfect all-roUnd imPlement

mULTIBENNE 130 150 170 190 210

Width, cm 130  150 170 190 210 
Depth, cm 80 80 80 80 80 
Volume, m3 0.66 0.76 0.86 0.96 1.07 
Number of tines 
in the grabber 

7 8 9 10 11 

Weight, kg 280 304 360 386 423 

SILOSPLIT

Width, cm 120
Reach, cm 170
Weight, kg 110
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www.quicke.nu

Designed and manufactured by ÅlöTM
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The front loaders illustrated in this brochure are fitted with optional extras. Certain products are optional extras. Not all products are available on all markets. The stated product specifications and 
performance values may vary, depending on the tractor model. Work with front loaders and related implements is not without associated risk. Serious personal injury and damage to equipment can occur 
if work is carried out incorrectly. Observe your surroundings, use common sense and follow local laws and regulations. Always read the accompanying instruction manual thoroughly. Only use original 
spare parts and options. Ålö’s product range is constantly being further developed. We reserve the right, at any time, to alter specifications, prices and designs without prior notice and without obligation. 
®, ™ Ålö AB Trademarks.

Ålö ab
Brännland 300, SE-901 37 Umeå 
Sweden
Tel: +46 (0)90 17 05 00
info@alo.se
www.alo.se


